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Important Safety Instructions and Precautions

First of all, as the most basic principle: This product is a professional lighting
set equipment and should be used by professional lighting engineers or
under the guidance of professionals. Basic safety attentions must always be
followed during use, as follows:

1. Before use, please read and understand the instruction manual.

2. Professional lighting is prohibited for children. When children are near, parents or
accompanying persons must supervise closely to prevent children from personal injury
due to collision with lamps or private use of lamps.

3. This lighting product is not ordinary lighting product and cannot be used for general
lighting. Anyone who has suffered eye damage or has sensitive eyes should avoid using
this product.

4. When the lamp is on, it must be used with care. Do not touch high-temperature parts,
such as LED lamp beads, to avoid burns.

5. If the lamp bead is damaged or deformed by heat, stop using this equipment, and
contact the manufacturer, service agent or qualified maintenance personnel to replace the
lamp bead in time to avoid accidents.

6. Do not use damaged equipment or accessories, and wait for professional maintenance
personnel to check and repair to confirm being normal before use.

7. During using, if the casing of this product is broken due to being dropped, squeezed or
subjected to strong impact, please do not use it, so as to avoid electric shock injury due to
contact with internal electronic components.

8. Do not disassemble the product without permission. If the product fails, it must be
checked and repaired by authorized maintenance personnel.

9. Before storing, make sure that the equipment has cooled down completely. For storage,
unplug the power cord from the equipment. The equipment should be placed in the
carrying case or in a ventilated dry place.

10. Do not place equipment near flammable and volatile solvents such as alcohol and
gasoline.

11. Do not use accessories that are not recommended by our factory to avoid fire, electric
shock or personal injury.

12. When cleaning the device, please do not use a wet cloth to wipe, please use a dry, soft
cloth to wipe the dirt on the device.
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13. This equipment is not waterproof, please keep it dry and do not immerse it in water or
other liquids. The equipment should be installed in a dry and ventilated place, and avoid
using it in rainy, humid, dusty or overheated environments. Do not place any objects on the
lamp or let liquid flow into the lamp to avoid accidents.

14. If it is found that the equipment is repaired without authorization, the one-year
warranty period will be cancelled and relevant fees will be charged for maintenance

15. The safety instructions are formulated according to the strict testing of the factory,
and the design and specifications of the equipment are subject to change without prior
notice. For latest product information, please check the GODOX website and view latest
electronic instruction.

/A\Warning

1. Danger of explosion if the battery are not replaced properly, danger of fire or explosion if
replaced with the wrong type of battery pack, replace only with battery of the same type or
equivalent. Replace by service personnel only, not general personnel. Do not disassemble
the product or disassemble the battery.

2. The battery must not be exposed to conditions such as sunlight, fire, or similar excessive
heat. Do not expose to rain or water.

3. The Battery is not allowed to be disassembled, hit, crushed or thrown into fire. Do not
continue to use if it is seriously inflated. Do not place in a high temperature environment.

Do not use after immersion in water.

4. When using, it should be placed in a place where it is easy to dissipate heat, and should
not be placed on the bedside, bedding, in a package or other environments that are not
easy to dissipate heat. Keep out of contact with infants and young children, and children
should use under adult guidance

& [ Do not stare at the operating light source. ]
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Names of Parts

Light Body

1. Light Beads

2. Godox Mount

3. NFC Sensing Area

4. Color Screen

5. MENU/Power Switch Button
6. SET Button

7. Select Dial

8. MODE Button

9. Mount Locking Pusher
10. DC Input Port

11.1/4" Screw Port

12. Wired DMX Port

13. Male Socket (Connect to adapter plate or battery)
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V-Mount Battery Adapter Plate ML-VMA

1. V-Mount Battery Slot 3. Female Socket (Connect to light body)
2. Detaching Pusher O 4. Detaching Pusher @

Battery ML-BA (Sold Separately)

WN =

1. Battery Level Button (Press) 4. Detaching Pusher
2. Battery Level Indicator 5. Female Socket (Connect to light body)
3. USB-C Charging Port
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What's Inside

Light Body x 1 Protective Cover x 1 Zoom Lens Reflector
ML-Z x 1

Holder AD-E2 x 1 V-Mount Battery Adapter Adapter x 1
Plate ML-VMA x 1

Power Cordx 1 Storage Bag x 1 Instruction Manual x 1
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Separately Sold Accessories

V-Mount Battery Battery ML-BA DMX Adapter Cable DMX-C2
Adapter Plate ML-VMA

Note: Due to continuous updates and upgrades of the products, there may be differences between the actual
products and the pictures. Therefore, the pictures are for reference only, products to prevail in kind

Installation and Disassembly

Protective Cover/Zoom Lens Reflector
1. Align the protective cover or zoom lens reflector with the mount and insert in, then rotate
clockwise to install.
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2. Press and hold the mount locking pusher and rotate counterclockwise to remove the
protective cover or zoom lens reflector.

Note:
1. The pictures take zoom lens reflector as an example.
2. Please take off the protective cover before turning on the light

Adapter

Connect the adapter to the power cord, then insert into the DC input port on the light
body (rotate the locking ring to lock) and the power source respectively.

AC100V-240V
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V-Mount Battery Adapter Plate ML-VMA

1. Align the female socket on the plate with the male socket on the light body and push the
plate, the detaching pusher @ will automatically lock up.

2. Insert a separately purchased V-mount battery (14.8V or 26V) into the V-mount
battery slot




3. Press and hold the detaching pusher @ can remove the V-mount battery, press and
hold the detaching pusher @ while pushing the plate reversely can remove the plate.

Battery ML-BA (Sold Separately)

1. Align the female socket on the battery with the male socket on the light body and push
the battery, the detaching pusher will automatically lock up

Note: The max.output power is approx. 100W when using battery ML-BA.
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2. Press and hold the detaching pusher while pushing the battery reversely can remove the
plate.

Wired DMX Connection

After inserting a separately purchased DMX adapter cable DMX-C2 into the wired DMX
port, the fixture is equipped with DMX output and input ports, wired DMX connection
can be realized by connecting the separately purchased DMX cable to the controller and
fixture.

DMX512

Note: The DMX adapter cable DMX-C2, DMX controller, and DMX cable are sold separately.
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Power Switch

After connecting to the power source, press and hold the power switch button then rotate
the select dial to turn the device on, press and hold again to turn it off. The bootup mode is
available for adjustment in anti-false touch setting

Mode Selection

Press the MODE button to enter selection
interface, rotate the select dial to select the
desired mode, then press the SET button
to enter the corresponding parameter
settings. Rotate the select dial clockwise
to increase the parameters, while rotate
anticlockwise to decrease the parameters.
Press the MODE button to return to the
previous interface.

CCT Mode

Press the MODE button to enter mode
selection, rotate the select dial and press
the SET button to enter CCT mode, in
which you can adjust the DIM/CCT/GM.

DIMrange: 0% -100%
CCT range: 1800K ~ 10000K
GM range: -100% ~ +100%

HSI Mode

Press the MODE button to enter mode
selection, rotate the select dial and press
the SET button to enter HSI mode, in which
you can adjust the DIM/HUE/SAT.

DIM range: 0% ~ 100%
HUE range: 0° ~ 360°
SAT range: 0% ~ 100%
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RGBW Mode

Press the MODE button to enter mode
selection, rotate the select dial and press
the SET button to enter RGBW mode, in
which you can adjust the DIM/Red/Green/
Blue/White.

DIM range: 0% ~ 100%
Red range: 0% ~ 100%
Greenrange: 0%~ 100%
Blue range: 0% ~ 100%
White range: 0% ~ 100%

GEL Mode

Press the MODE button to enter mode
selection, rotate the select dial and
press the SET button to enter GEL mode,
in which you can adjust the following
parameters.

DIM range: 0% ~ 100%

Gel Type: R-GEL/L-GEL

R-GEL: COR./CAL./SPC./CINE.
L-GEL: COR./COLOR./600/C0S./700
CCT: 3200K or 5600K

HUE range: -10° ~ 10°

SAT range: -20% ~ 20%

FX Mode

Press the MODE button to enter mode
selection, rotate the select dial and press
the SET button to enter FX mode, in which
you can choose among the 14 effects and
adjust their respective parameters.
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Effect DIM Color CCT/HUE Speed Others
Flash CCT/HSI 1800K-10000K/0-360° | 1-100 Mode: Camera Flash/Flash
Bulb
Trigger: Auto/Manual
Lightning x 1800K-10000K x Times: Random/1-10
Frequency: Random /2-20
Trigger: Auto/Manual
Cloudy x x Random/1-100 | Ratio: 30% -90%
Broken Bulb CCT/HsI 1800K-10000K/0-360° | 1-100 x
v CCT/HSI x 1-100 x
Candle 0% - |x x 1-100 x
Fire 100% | x x 1-100 x
Firework x x 1-100 Ember: 1-100
Explosion CCT/HSI 1800K-10000K/0-360° | 1-100 Ember: 1-100
Trigger: Auto/Manual
Welding CCT/HSI 1800K-10000K/0-360° | 1-100 x
Cop Car Red+Blue, Red+Yellow+ | x x Mode: 1-5
Blue, Red+White+Blue,
Yellow, Blue+Yellow,
Blue+White, Blue, Red
S0s CCT/HsI 1800K-10000K/0-360° | x x
RGB Cycle x x 1-100 SAT: 0%-100%
Party x x 1-100 SAT: 0%-100%

Note: Please rotate the select dial to adjust the parameters, then press the select dial and rotate the SET
button to the next parameter. Select manual, the effect can be triggered once by pressing the select dial
once. After a certain effect is set, press MODE button can return to the 14 effects interface.
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X-Y Mode

Press the MODE button to enter mode
selection, rotate the select dial and press
the SET button to enter X-Y mode, in which
you can adjust the DIM/X coordinate/Y
coordinate

DIM range: 0% ~ 100%
X coordinate: 0.0000 ~ 0.8500
Y coordinate: 0.0000 ~ 0.8500

MENU Settings

Press the MENU button to enter menu

interface, rotate the select dial and press . DMX 001
SET button to enter the following setting

options, press the MENU button can return * Bluetooth OFF

to the previous interface.
|£ Curves Linear

DMX
Press the SET button to enter DMX DMX
interface, press the select dial and rotate
1
the SET button to adjust the following DRbEAE

settings. DMX Mode

06 CCT+HSI 8bit
RDM State On
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Level 1Option Level 2 Option Description
DMX Address 001-512 Initial address
01: CCT 8 Bit CCT mode in 8bit
02:HSI 8 Bit HSI mode in 8bit
03: RGB 8 Bit RGB mode in 8bit
04: RGBW 8 Bit RGBW mode in 8bit
05: X-Y 8 Bit X-Y mode in 8bit
06: CCT+HSI 8 Bit CCT+HSI mode in 8bit
07: CCT+RGBW 8 Bit CCT+RGBW mode in 8bit
08: FX 8 Bit FX mode in 8bit
DMX Mode
09: GEL 8 Bit GEL mode in 8bit
10: CCT 16 Bit CCT mode in 16bit
11: HSI16 Bit HSI mode in 16bit
12: RGB 16 Bit RGB mode in 16bit
13: RGBW 16 Bit RGBW mode in 16bit
141 X-Y 16 Bit X-Y mode in 16bit
16: FX 16 Bit FX mode in 16bit
16: GEL 16 Bit GEL mode in 16bit
on Turn on RDM, the controller can set the fixture address and DMX
RDM State mode
Off Turn off RDM
After the DMX control signal is lost, continue to use the last
Hold Last Command received DMX control signal until power down or a valid DMX
control signal is received again.
DMX Lost Black Out The light is off immediately.
After the DMX control signal is lost, continue to use the last
Skt amn | O Mol sror s o,
then use the new DMX control signal.
On Turn on DMX terminal
Termination
Off Turn off DMX terminal
Extend DMX On Turn on extend DMX channels
Channels off Turn off extend DMX channels
QR Code (Scan to check the DMX mode specification

Note: Please refer to the DMX mode specification to control the device by DMX/RDM. The electronic version
can be downloaded from the official website https://www.godox.com
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Bluetooth

Press the SET button to enter Bluetooth Bluetooth
interface, press the select dial and rotate
the SET button to Bluetooth to turn it on
or off. If you need to reset the Bluetooth,
rotate the select dial to reset and press
the SET button. The MAC code is on the
corner for quick check.

Bluetooth

“GODOX Light” app Downloading

Scan the QR code to download the "Godox
Light" smartphone app (can be used in
Android and i0S).

Note:

1. The app can be used directly on the firstly
installed device (smartphone or iPad). When
change to other mobile device (smartphone or
iPad), the light shall be reset before the normal
connection of the app.

2. The app should be version 3.0 or above

Curves

Press the SET button to enter dimming
curves interface, press the select dial

and rotate the SET button to choose M S-Curve
among linear, S-curve, exponential and

logarithmic. [/ Exp [~ Log

Curves

Anti-False Touch

Press the SET button to enter anti-false Anti-False Touch
touch interface, press the select dial and
rotate the SET button to select among off,
on and bootup on plugging

Bootup on plugging
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Off: Connect to power source, press and hold the power switch button to enter the main

interface

On: Connect to power source, press and hold the power switch button then rotate the

select dial to enter the main interface

Bootup on plugging: Connect to power source via the DC input port to enter the main interface.

Color Space

Press the SET button to enter color space
interface, press the select dial and rotate
the SET button to select among original
gamut, correction gamut, Rec.709 and
DCI-P3.

Display

Press the SET button to enter display
interface, rotate the select dial clockwise
to increase the brightness, while rotate
anticlockwise to decrease the brightness,
with a range of 10%-100%.

Fan

Press the SET button to enter fan
interface, press the select dial and rotate

the SET button to choose among off, auto,

medium and high

Language

Press the SET button to enter language
interface, press the select dial and rotate
the SET button to choose between
simplified Chinese and English

Color Space

[Original Gamut ¢}
Correction Gamut ¢
Rec.709 o
DCI-P3

Display

Brightness 80%

&8 Medium

Language

ELL o

English °




Upgrade

Press the SET button to enter upgrade Upgrade

interface, in which you can check the Upgrade from the

upgrade instructions APP after the device

is successfully
connected to Bluetooth

“GODOX Light" app Firmware Upgrade

Firmware Upgrade
Open Godox Light, enter a certain scene and

click "+" to add a fixture, then click ﬂto display Bluetooth firmware upgrade data
more settings, choose firmware upgrade

MCU firmware upgrade failed

It can be detected that the
connection is normal and then try...

Factory Reset

Press the SET button to enter factory reset Factory Reset
interface, press the select dial and rotate
the SET button to choose yes or no. If you
choose yes, the device will automatically Yes
reset and reboot, then simplified Chinese
and English options show on the display
for your choice, after which the brightness
will turn to 50% automatically.
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Fixture Info

Press the select dial to enter fixture info Fixture Info
mterface‘, in which you can check the basic Model: ML150 RF
information of the fixture. Version: V1.00

Temp: 27
UID: XXX

NFC Fixture Addition

1. Make sure the Bluetooth and NFC functions of smartphone and fixture are turned on,
the [Godox Light] appisV3.2.4 or above

2. Turnonthe [Godox Light] app and enter the corresponding scene, click [+] to
select [NFC Addition] function, bring the NFC sensing area of smartphone near the
sensing area of fixture to scan to add
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llluminance Data

CCT Testing Condition Unit Tm 2m 3m
Bare Light lux 1590 382 166
fc 148 36 16
1800K With Zoom Lens lux 4510 1050 460
Reflector ML-Z (Spot) fc 419 97 43
With Zoom Lens lux 3870 914 393
Reflector ML=Z (Flood) | f 359 35 37
Bare Light lux 2920 699 309
fc 271 65 29
2800K With Zoom Lens lux 8290 1910 839
Reflector ML-Z (Spot) fc 77 178 78
With Zoom Lens lux 7040 1660 721
Reflector ML-Z (Flood) | ¢o 654 154 67
Bare Light lux 4480 1080 469
fc 416 100 44
3200K With Zoom Lens lux 12800 2950 1300
Reflector ML-Z (Spot) fc 1190 274 120
With Zoom Lens lux 10900 2560 1100
Reflector ML-Z (Flood) | ¢, 1010 238 102
Bare Light lux 4490 1090 477
fc 417 101 44
4300K With Zoom Lens lux 12800 2970 13800
Reflector ML-Z (Spot) fc 1190 276 121
With Zoom Lens lux 10800 2580 1120
Reflector ML-Z (Flood) | ¢¢ 1000 239 104
Bare Light lux 4500 1100 481
fc 418 102 45
500! With Zoom Lens lux 12700 2990 1310
5600K Reflector ML-Z (Spot) fc 1180 278 122
With Zoom Lens lux 10900 2590 1120
Reflector ML-Z (Flood) | . 1010 241 104
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cCcT Testing Condition Unit Tm 2m 3m
Bare Light lux 4360 1070 471
fc 405 100 44
6500K With Zoom Lens lux 12400 2930 1280
Reflector ML-Z (Spot) fc 1150 272 119
With Zoom Lens lux 10600 2540 1100
Reflector ML-Z (Flood) | f¢ 986 236 103
Bare Light lux 3960 9r3 427
fc 368 90 40
8500K With Zoom Lens lux 11300 2660 1170
Reflector ML-Z (Spot) fc 1050 247 109
With Zoom Lens lux 9640 2310 998
Reflector ML-Z (Flood) | ¢ 895 215 93
Bare Light lux 3880 955 418
fc 360 89 39
10000K With Zoom Lens lux 11200 2600 1140
Reflector ML-Z (Spot) fo 1040 242 106
With Zoom Lens lux 9480 2280 988
Reflector ML-Z (Flood) | ¢, 381 212 92
Bare Light lux 677 162 72
fc 63 15 7
R (Red) With Zoom Lens lux 1980 465 204
Reflector ML-Z (Spot) fc 184 43 19
With Zoom Lens lux 1670 406 178
Reflector ML-Z (Flood) | ¢ 155 38 17
Bare Light lux 1680 407 181
fc 156 38 17
G (Green) With Zoom Lens lux 4900 1140 499
Reflector ML-Z (Spot) fo 455 106 46
With Zoom Lens lux 4210 991 437
Reflector ML-Z (Flood) | ¢, 391 92 4
Bare Light lux 553 133 60
fc 51 12 6
lux 1650 384 168
B (Blue) With Zoom Lens
Reflector ML-Z (Spot) fc 153 36 16
With Zoom Lens lux 1390 331 145
Reflector ML-Z (Flood) | fc 129 31 14

Note: All the data are average values instead of absolute values. All the above tests are based on the
condition of 100% brightness.
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Technical Data

Product Name

Godox PalettelL.ab LED Light

Product Model

ML150 RF

DC Input Port

36V=4.6A, 165W (Max.)

Brightness Range

0% ~ 100%

CCT Range

1800K ~ 10000K

GM Range

-100% ~ 100%

Dimming Curves

linear, S-curve, exponential, logarithmic

FX Modes 14
CRI ~96
TLCI =96

Controlling Methods

Wired DMX / RDM, Bluetooth, light body control

Bluetooth Controlling Distance

30m

Working Environment Temperature

-10°C ~ 40°C

Dimension

3.568" x 463" x 3.568"

Net Weight

~907g

Specifications and data may subject to changes without notice
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FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation

Any Changes or modifications not expressly approved by the party responsible for compliance could
void the user’s authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with

the instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined by turning the
equipment off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement.

The device can be used in portable exposure condition without restriction.



IC Warning

Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes:

(1) I'appareil ne doit pas produire de brouillage, et

(2) I'utilisateur de I'appareil doit accepter tout brouillage radioélectrique subi, méme sile
brouillage est susceptible d'en compromettre le fonctionnement

Tout changement ou modification non expressément approuvé par la partie responsable de
la réglementation de 'OCDE peut faire perdre a I'utilisateur le droit d'utiliser I'appareil.
Remarque: cet appareil a été testé pour répondre aux limites des appareils numériques de
classe B conformément a la partie 15 des regles de la Federal Communications Commission
des Etats - Unis. Ces limites sont congues pour fournir une protection raisonnable contre les
interférences nuisibles dans les installations résidentielles. L'appareil génére de I'énergie RF
utilisée et rayonne, ce qui peut causer des interférences nocives pour les communications
radio s'il n'est pas installé et utilisé conformément aux instructions. Cependant, aucun
Garantie contre les interférences dans une installation spécifique. Si 'appareil cause

des interférences nuisibles a la réception de la radio ou de la télévision, qui peuvent étre
déterminées en éteignant et en allumant I'appareil, I'utilisateur est encouragé a tenter de
corriger les interférences par une ou plusieurs des mesures suivantes:

- redirection ou repositionnement de I'antenne de réception.

- augmenter I'espacement entre I'appareil et le récepteur.

- Connecter I'appareil a une prise sur un circuit différent de celui auquel le récepteur est
connecté.

- consultez votre revendeur ou un technicien radio / tv expérimenté pour obtenir de l'aide
Avertissement RF pour les appareils portables:

L'appareil a été évalué pour répondre aux exigences générales d'exposition aux
radiofréquences. Equipement Peut étre utilisé sans restriction dans des conditions
d'exposition portables.

Warning

Operating frequency: 2402MHz — 2480MHz (BT)
Maximum EIRP Power: 6dBm

Declaration of Conformity

GODOX Photo Equipment Co., Ltd. hereby declares that this equipment are in compliance
with the essential requirements and other relevant provisions of Directive 2014/53/EU. In
accordance with Article 10(2) and Article 10(10), this product is allowed to be used in all EU
member states.For more information of DoC, Please click this web link:
https://www.godox.com/eu-declaration-of-conformity/

The device complies with RF specifications when the device used at Omm from your body.
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Warranty

Dear customers, as this warranty card is an important certificate to apply for our maintenance
service, please fill in the following form in coordination with the seller and safe-keep it. Thank you!

Product
Information Model Product Code Number
Customer Name Contact Number
Information
Address
Name
Seller Contact Number
Information
Address
Date of Sale
Note

Note: This form shall be sealed by the seller.

Applicable Products

Applicable ProductsThe document applies to the products listed on the Product Maintenance
Information (see below for further information). Other products or accessories (e.g. promotional
items,giveaways and additional accessories attached,etc.) are not included in this warranty scope.

Warranty Period

The warranty period of products and accessories isimplemented according to the relevant Product
Maintenance Information. The warranty period is calculated from the day(purchase date) when the
product is bought for the first time,And the purchase date is considered as the date registered onthe
warranty card when buying the product.

( How to Get the Mai Service |

If maintenance service is needed, you can directly contact the product distributor or authorized
service institutions. You can also contact the Godox after-sale service call and we will offer you
service. When applying for maintenance service, you should provide valid warranty card. If you cannot
provide valid warranty card, we may offer you maintenance service once confirmed that the product
or accessory is involved in the maintenance scope, but that shall not be considered as our obligation.



Inapplicable Cases

The guarantee and service offered by this document are not applicable in the following cases: @
The product or accessory has expired its warranty period; @ Breakage or damage caused by
inappropriate usage, maintenance or preservation, such as improper packing, improper usage,
improper plugging in/out external equipment, falling off or squeezing by external force, contacting
or exposing to the improper temperature, solvent, acid, base, flooding and damp environments,
etc; @ Breakage or damage caused by non-authorized institution or staff in the process of
installation, maintenance, alternation, addition and detachment; @ The original identifying
information of product or accessory is modified, alternated, or removed; ® No valid warranty
card; ® Breakage or damage caused by using illegally authorized, nonstandard or non-public
released software; @ Breakage or damage caused by force majeure or accident; ® Breakage or
damage that could not be attributed to the product itself. Once met these situations above, you
should seek solutions from the related responsible parties and Godox assumes no responsibility. The
damage caused by parts, accessories and software that beyond the warranty period or scope is not
included in our maintenance scope. The normal discoloration, abrasion and consumption are not the
breakage within the maintenance scope.

Maintenance and Service Support Information

The warranty period and service types of products are implemented according to the following Product
Maintenance Information:

Product Name Maintenance Warranty

Type Period(month) Service Type

Parts with electrical i Customer sends the
properties Cireuit board 12 product to designated site
Other Optical accessories, cables, flight No Without warranty

Items case or other packages, etc.

Godox After-sale Service Call +86-755-29609320(8062)
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BiE : +86-755-29609320 (8062) f£H : +86-755-25723423

075 : godox@godox.com  Ft: godox.com

MANUFACTURER: GODOX Photo Equipment Co., Ltd.

Add. : Building 2, Yaochuan Industrial Zone, Tangwei Community, Fuhai Street,
Bao'an District, Shenzhen 518103, China  Tel: +86-755-29609320 (8062)
Fax: +86-755-25723423  E-mail: godox@godox.com  Website: godox.com
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